




Specifications Unit Victor-40 Victor-55 Victor-65 Victor-75 Victor-85 
Table 
Table size inch (mm) 47x20 (1,200x510) 67x24 (1,700x600) 75x26 (1,900x660) 94x31 (2,400x800) 94x37 (2,400x950) 
T-slots inch (mm) 0.7 (16) x 6 slots 0.8 (22) x 4 slots 0.8 (22) x 5 slots 0.8 (22) x 5 slots 0.8 (22) x 5 slots 
Max. load capacity lb. (kg) 4,500 (2,045) 5,500 (2,500) 6,000 (2,727) 9,500 (4,318) 12,000 (5,454) 
Travel 
X axis travel inch (mm) 40 (1,020) 55.1 (1,400) 63 (1,600) 74.8 (1,900) 86.6 (2,200) 

Y axis travel inch (mm) 
20 (510) 

4-slideway base 
23.6 (600) 

4-slideway base 
27.5 (700) 

4-slideway base 
31.5 (800) 

4-slideway base 
37.4 (950) 

6-slideway base 
Z axis travel inch (mm) 22 (560) 25.5 (650) 25.5 (650) 27.5 (700) 27.5 (700) 
Spindle nose to table surface inch (mm) 6-28  (150-710)  5-31.5 (150-800) 6-31.5 (150-800) 9.5-37 (240-940) 9.5-37 (240-940) 
Spindle center to column inch (mm) 22.5 (570) 26.5 (670) 28.5 (730) 33.5 (850) 39.5 (1,000) 
Spindle 
Spindle taper --- No. 40 No. 50 No. 50 No. 50 No. 50 

Spindle speed rpm 8,000 
(Option 10,000/12,000) 

45-4,500 
(Option 6,000/ 8,000) 

45-4,500 
(Option 6,000/8,000) 

45-4,500 
(Option 6,000/ 8,000) 

45-4,500 
(Option 6,000/8,000) 

ZF Gear box (Option) Hi/Lo rpm 8,000/2,000 4,500/1,125  4,500/1,125 4,500/1,125 4,500/1,125 
Feed rate 

Rapid traverse (X/Y/Z) inch/min 
(m/min) 600 (15) 

X, Y: 600 (15) 
Z: 470 (12) 

X: 600 (15) 
Y, Z: 470 (12) 

400 (10) 400 (10) 

Cutting feed rate Inch/min 
(mm/min) 200 (5,080) 

ATC Arm type (standard) 
Tool holder --- CAT-40 (BT-40) CAT-50 (BT-50) CAT-50 (BT-50) CAT-50 (BT-50) CAT-50 (BT-50) 
Tool magazine capacity --- 24 24 24 32 32 
Max. tool diameter (No adjacent 
tool) 

Inch 
(mm) 

∅ 3” (∅ 7”) 
(∅ 76 (∅ 180)) 

∅ 4.3” (∅ 7.8”) 
(∅ 110 (∅ 200)) 

∅ 4.3” (∅ 7.8”) 
(∅ 110 (∅ 200)) 

∅ 5” (∅ 7.8”) 
(∅ 127 (∅ 200)) 

∅ 5” (∅ 7.8”) 
(∅ 127 (∅ 200)) 

Max. tool length inch (mm) 9.8 (250) 11.8 (300) 11.8 (300) 11.8 (300) 11.8 (300) 
Tool to tool sec. 3.5 4 4 5 5 
Chip to chip sec. 7 8 8 10 10 
Max. tool weight lb. (kg) 15 (7) 33 (15) 33 (15) 33 (15) 33 (15) 
Tool selection --- Random Bi 
Motor 

Spindle (Cont/30min) HP (kw) 
10/12 (7.5/9) 

Wide range motor 
15/20 (11/15) 

Wide range motor 
15/20 (11/15) 

Wide range motor 
20/25 (15/18.5) 

Wide range motor 
25/30 (18.5/22) 

Wide range motor 

X/Y/Z Digital Servo HP (kw) 
2.8x2.8x4.0 

(2.1x2.1x3.0) 
4.0x4.0x.4.4 
(3.0x3.0x3.3) 

4.0x4.4x4.4 
(3.0x3.3x3.3) 

4.4x4.4x4.4 
(3.3x3.3x3.3) 

6.7x7.8x7.8 
(5.0x5.9x5.9) 

Other 
Air source PSI More than 80 More than 80 More than 80 More than 80 More than 80 
Machine height inch (mm) 106 (2,685) 119 (3,030) 119 (3,030) 132 (3,355) 132 (3,355) 

Floor space (W x L) inch (mm) 118x128 
(3,000x3,245) 

169x122 
(4,300x3,100) 

177x126 
(4,500x3,200) 

204x116 
(5,184x2,940) 

204x116 
(5,184x2,940) 

Coolant tank capacity Gal. (liter) 50 (190) 50 (190) 50 (190) 95 (360) 95 (360) 
Machine weight lb. (kg) 15,400 (7,000) 26,400 (12,000) 28,700 (13,500) 41,800 (19,000) 48,400 (22,000) 
CNC controller --- FANUC FANUC FANUC FANUC FANUC 

•  Specifications are subject to change without notice for further design improvements. 
 

STANDARD ACCESSORIES: 
1. Spindle oil cooler 5. Air system with alarm 9. Leveling bolts & pads 

2. Rigid tapping 6. Remote pendant 10. Alarm light 

3. Heat exchanger 7. M30 automatic power off 11. Work light 

4. Automatic lubrication system with alarm 8. DNC function & RS-232C interface 12. Operational & maintenance manual 
 

OPTIONAL ACCESSORIES: 
1. Spindle speed 10,000/12,000 rpm (Victor-40) 
    Spindle speed 6,000/8,000 rpm (Victor-55 to Victor-85)  

5. CAT/DIN tooling system 9. Rotary table ready 

2. Rotary table with 4th axis control 6. Chain-type chip conveyor & bucket 10. Base coolant swift system 

3. Automatic tool length measurement 7. Full enclosure cover 11. ZF gear box 
4. Through hole drill kits 8. Touch probe 12. High pressure coolant / filtration system 
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